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a wireless transceiver and/or a network interface card (NIC).
The wireless transceiver may be a WiFi transceiver, an
infrared transceiver, a Bluetooth transceiver, a WiMax trans-
ceiver, a wireless cellular telephony transceiver, a satellite
transceiver (e.g., a global positioning system (GPS) trans-
ceiver), or other radio frequency (RF) transceivers, or a
combination thereof. The NIC may be an Ethernet card.
[0153] Input device(s) 1506 may include a mouse, a touch
pad, a touch sensitive screen (which may be integrated with
display device 1504), a pointer device such as a stylus,
and/or a keyboard (e.g., physical keyboard or a virtual
keyboard displayed as part of a touch sensitive screen). For
example, input device 1506 may include a touch screen
controller coupled to a touch screen. The touch screen and
touch screen controller can, for example, detect contact and
movement or break thereof using any of a plurality of touch
sensitivity technologies, including but not limited to capaci-
tive, resistive, infrared, and surface acoustic wave technolo-
gies, as well as other proximity sensor arrays or other
elements for determining one or more points of contact with
the touch screen.

[0154] 1O devices 1507 may include an audio device. An
audio device may include a speaker and/or a microphone to
facilitate voice-enabled functions, such as voice recognition,
voice replication, digital recording, and/or telephony func-
tions. Other IO devices 1507 may further include universal
serial bus (USB) port(s), parallel port(s), serial port(s), a
printer, a network interface, a bus bridge (e.g., a PCI-PCI
bridge), sensor(s) (e.g., a motion sensor such as an acceler-
ometer, gyroscope, a magnetometer, a light sensor, compass,
a proximity sensor, etc.), or a combination thereof. Devices
1507 may further include an imaging processing subsystem
(e.g., a camera), which may include an optical sensor, such
as a charged coupled device (CCD) or a complementary
metal-oxide semiconductor (CMOS) optical sensor, utilized
to facilitate camera functions, such as recording photographs
and video clips. Certain sensors may be coupled to inter-
connect 1510 via a sensor hub (not shown), while other
devices such as a keyboard or thermal sensor may be
controlled by an embedded controller (not shown), depen-
dent upon the specific configuration or design of system
1500.

[0155] To provide for persistent storage of information
such as data, applications, one or more operating systems
and so forth, a mass storage (not shown) may also couple to
processor 1501. In various embodiments, to enable a thinner
and lighter system design as well as to improve system
responsiveness, this mass storage may be implemented via
a solid state device (SSD). However in other embodiments,
the mass storage may primarily be implemented using a hard
disk drive (HDD) with a smaller amount of SSD storage to
act as a SSD cache to enable non-volatile storage of context
state and other such information during power down events
so that a fast power up can occur on re-initiation of system
activities. Also a flash device may be coupled to processor
1501, e.g., via a serial peripheral interface (SPI). This flash
device may provide for non-volatile storage of system
software, including a basic input/output software (BIOS) as
well as other firmware of the system.

[0156] Storage device 1508 may include computer-acces-
sible storage medium 1509 (also known as a machine-
readable storage medium or a computer-readable medium)
on which is stored one or more sets of instructions or
software (e.g., processing module, unit, and/or logic 1528)
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embodying any one or more of the methodologies or func-
tions described herein. Processing module/unit/logic 1528
may represent any of the components described above, such
as, for example modules 121-128, as described above.
Processing module/unit/logic 1528 may also reside, com-
pletely or at least partially, within memory 1503 and/or
within processor 1501 during execution thereof by data
processing system 1500, memory 1503 and processor 1501
also constituting machine-accessible storage media. Pro-
cessing module/unit/logic 1528 may further be transmitted
or received over a network via network interface device
1505.

[0157] Computer-readable storage medium 1509 may also
be used to store some software functionalities described
above persistently. While computer-readable storage
medium 1509 is shown in an exemplary embodiment to be
a single medium, the term “computer-readable storage
medium” should be taken to include a single medium or
multiple media (e.g., a centralized or distributed database,
and/or associated caches and servers) that store the one or
more sets of instructions. The terms “computer-readable
storage medium” shall also be taken to include any medium
that is capable of storing or encoding a set of instructions for
execution by the machine and that cause the machine to
perform any one or more of the methodologies of the present
disclosure. The term “computer-readable storage medium”
shall accordingly be taken to include, but not be limited to,
solid-state memories, and optical and magnetic media, or
any other non-transitory machine-readable medium.

[0158] Processing module/unit/logic 1528, components
and other features described herein can be implemented as
discrete hardware components or integrated in the function-
ality of hardware components such as ASICS, FPGAs, DSPs
or similar devices. In addition, processing module/unit/logic
1528 can be implemented as firmware or functional circuitry
within hardware devices. Further, processing module/unit/
logic 1528 can be implemented in any combination hard-
ware devices and software components.

[0159] Note that while system 1500 is illustrated with
various components of a data processing system, it is not
intended to represent any particular architecture or manner
of interconnecting the components; as such details are not
germane to embodiments of the present disclosure. It will
also be appreciated that network computers, handheld com-
puters, mobile phones, servers, and/or other data processing
systems which have fewer components or perhaps more
components may also be used with embodiments of the
disclosure.

[0160] Some portions of the preceding detailed descrip-
tions have been presented in terms of algorithms and sym-
bolic representations of operations on data bits within a
computer memory. These algorithmic descriptions and rep-
resentations are the ways used by those skilled in the data
processing arts to most effectively convey the substance of
their work to others skilled in the art. An algorithm is here,
and generally, conceived to be a self-consistent sequence of
operations leading to a desired result. The operations are
those requiring physical manipulations of physical quanti-
ties.

[0161] It should be borne in mind, however, that all of
these and similar terms are to be associated with the appro-
priate physical quantities and are merely convenient labels
applied to these quantities. Unless specifically stated other-
wise as apparent from the above discussion, it is appreciated



